
 

 

McClintock Drive  

Bike Lane and Repavement  

(Mill and Overlay) Project 
 

 



Project Scope 

• Project area: McClintock Drive between Broadway and 

Guadalupe  

• Part of Tempe’s ongoing Asset Management Capital 

Maintenance Program 

• McClintock reconfigured to include bike lanes on each 

side of street, requiring removal of at least 1 vehicle lane 

• Minimum of 2 vehicular lanes, northbound and 

southbound, and a middle turn lane maintained 

 

 



Project Scope 

 
 

 

 

• Nesbitt Contracting Co. Inc. 

• Cost: $1,704,547  

• Last micro-sealed in 2006 

• Lane restrictions during construction to include 1 lane 

in each direction with NO full street closures 

 

 



 Transportation Master Plan 

• Year-long public involvement process  

• Adopted by City Council in Jan. 2015 

• Includes adding bike lanes on McClintock between 

Broadway and Guadalupe 

 



 Traffic Volume Data Comparison (2004 vs 2014) 

• McClintock between Broadway and Guadalupe 

has seen traffic volumes, on average, decrease by 

a total of 22% since 2004.  

• This decrease is largely attributed to the 

completion of the urban freeway network and an 

increase in the number of commuters choosing 

alternative modes of travel.  



Traffic Volume Data Comparison (2004 vs 2014) 

 
 

 



 
 

 



Streets with Similar Traffic Volumes 

• Sections of streets that accommodate similar traffic volumes (25,000-

35,000 vehicles/day) with 2 travel lanes in each direction include: 

o Warner from I-10 to Priest    31,754 vehicles/day 

o Warner from Priest to Kyrene :  31,703 vehicles/day 

o University from McClintock to Loop 101:  30,115 vehicles/day 

o Rural from Baseline to Guadalupe :  29,395 vehicles/day 

o Guadalupe from Kyrene to Rural :  28,960 vehicles/day 

o University from SR143 to Priest:   28,048 vehicles/day 

o University from Rural to McClintock:    27,360 vehicles/day 

o Warner from McClintock to Loop 101:  25,930 vehicles/day 

o Guadalupe from McClintock to Loop 101: 25,027 vehicles/day 

 

 
 

 



Pavement Quality Index (PQI) 

 

 
• PQI is an indication of the condition and quality of the 

pavement structure and is calculated on a scale of 0 to 

100. 

• This information helps determine the best treatment for 

addressing the pavement condition.  

• PQI for McClintock between Broadway and Guadalupe: 

40 

 



McClintock: Current Pavement Conditions 

 

 



University Drive: Two lane arterial w/ bike lanes 

 

 



Schedule 

• Ramps: May 18 

• Manholes: May 

• Paving: June 

• Striping: June/July 

• Completion: July 2015 

 
 

 



Outreach 

• Work closely with businesses and neighborhoods 

adjacent to McClintock  

• Ensure timely communication with businesses and 

neighborhoods through door hangers, social 

media, street closures web page 

(www.tempe.gov/streetclosures) and press 

releases. 

 

http://www.tempe.gov/streetclosures


Project Information 

• 480-350-4311 

• www.tempe.gov/streetclosures 

 


